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Delete Memo... D 



Bill Davidson to study impact of time 
management programs as 
implemented by employees. 

Michelle Baker to report on expanding 
career markets in the Dallas - Fort 
Worth area. 



[Done 1 1 



| [ Details] 






□ 







1$ 



FIG. 6 
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Peripheral Computer System Creates a Connection 
with a Host Computer System over one of Many 
Possible Transport Mechanisms 
1405 



The Host Computer Recognizes the Type of 
Transport Mechanism Being Used; The Type of 
Transport Mechanism is Used to Index a Table of 
Parameters 
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Host Computer System Determines Optimized 
Communication Protocol Based upon the Transport 
Mechanism Being Used 
1410 



\%o y 



Host Computer System Refines the 
Communication Protocol Based upon the 
Administrator and User Set Preferences 
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Host Computer System and Peripheral Computer 
System Communicate Using Optimized Protocols 
Adapted for this Transport Mechanism (e.g., Data 
Encrypted, Data Compressed, etc.) 
1420 
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FIGURE 14 



PDA ACCESSES HOST COMPUTER 

SYSTEM OR HOST SERVER Jr~J6 /d 
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HOST IDENTIFIES TRANSPORT 
MECHANISM USED BY PDA 
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BASED ON IDENTIFIED TRANSPORT MECHANISM USED BY PDA, 
HOST OPTIMIZES COMMUNICATION OF EMAIL MESSAGES TO 
PDA, OPTIMIZATION BASED ON 1) NUMBER OF MESSAGES 
COMMUNICATED; 2) PORTION OF EACH MESSAGE SENT; 3) 
AUTHENTICATION PROTOCOL SELECTED; 4) ENCRYPTION 
PROTOCOL SELECTED; 5) COMPRESSION SCHEME SELECTED; 

6) ETC., 



EMAIL MESSAGES ARE COMMUNICATED 
FROM HOST TO PDA AND VICE-VERSA 
USING OPTIMIZED COMMUNICATION 
PROTOCOL 
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